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Product Name:  AD COLORCOAT g:;:?“‘“ 10/09/2009
Identification i ?
Number: PLMSDS 37ADS1NL Supercedes : 10/03/2006
Product
Heaians: FOR INDUSTRIAL USE ONLY
Preparer: Regulatory, Department

Manufacturer: Carboline Company

2150 Schuetz Road

St. Louis, MO 63146

(800) 848-4645

Section 2 - Composition / Information On Ingredients

Chemical Name CAS Number  Weight % Lags Than ACGIH TLV-TWA ACGIH TLV-STEL QSHA PEL-TWA OSHA-CEL

Al IPHATIC B54742-88-7 20,0 NE NE NE NE
HYDROCARBON

EB ACETATE 112.07-2 5.0 20 PPM NE 100 PPM ME {
AROMATIC BAT4A2-85-6 5.0 NE NE NE MN/E
HYDROCARBON

1.2.4 45-63-6 5.0 25 BPEM NE 125 MGM3 N/E
TRIMETHYLBENZENE

META-XYLENE 108-38-3 5.0 434 MaM3 651 Mg/M3 434 Mg/M3 WE

ETHYL BENZENE 100-41-4 1.0 100 PPM 125 PPM 435 MGAI NE

Sec_tiun 3- Hazards Identification

Emergency Overview: COMBUSTIBLE liguid and vapor.
Effects Of Overexposure - Eye Contact: May cause eye irritation.
Effects Of Overexposure - Skin Contact: Direct skin contact may cause irritation.

Effects Of Overexposure - Inhalation: Harmful if inhaled, may affect the brain or nervous system,
causing dizziness, headache, or nausea. May cause nose and throat irritation.

Effects Of Overexposure - Ingestion: Harmiul if swallowed.

Effects Of Overexposure - Chronic Hazards: HReports have associated repeated and prolonged
occupational overexposure to solvents with permanent brain and nervous system damage.

Primary Route(s) Of Entry: Skin Contact, Skin Absorption, Inhalation, Ingestion, Eye Contact

Medical Conditions Prone to Aggravation by Exposure: |f you have a condition that could be
aggravaled by exposure to dust or organic vapors, see a physician prior to use.

Sectlon 4- Flrst Aid Measu res




First Aid - Eye Contact: If material gets into eyes, flush with water immediately for 15 minutes. Consult
a physician.

First Aid - Skin Contact: In case of contact, immediately flush skin with plenty of water while removing
contaminated clothing and shoes. Launder clothing before reuse. If rash or imitation develops, consult a
physician.

First Aid - Inhalation: I inhaled, remove to fresh air. Administer oxygen if necessary. Consult a
physician if symptoms persist or exposure was severe.

First Aid - Ingestion: If swallowed do not induce vomiting. Seek immediate medical attention.

Section 5 - Fire Fighting Measures

Flash Paoint, F: 102F (38C) Lower Explosive Limit, %: 0.9
Setaflash) Upper Explosive Limit, %: 12.7

Extinguishing Media: Carbon Dioxide, Dry Chemical, Foam, Water Fog

Unusual Fire And Explosion Hazards: Combustible Liquid. Vapors are heavier than air and will
accumulate. Vapors will form explosive concentrations with air. Vapors travel long distances and will
flashback. Use mechanical ventilation when necessary to keep percent vapor below the "Lower Explosion
Level” (LEL). Eliminate all ignition sources. Keep away from sparks, open flames and heat sources. All
electric equipment and installations should be made and grounded in accordance with the National
Electrical Code. In areas where explosion hazards exist, workers should be required to use non-ferrous
tools and to wear conductive and non-sparking shoes.

Special Firefighting Procedures: Combustible. Cool fire-exposed containers using water spray.

Section 6 - gcjidental_ljelaasg Measures

Steps To Be Taken If Material Is Released Or Spilled: Eliminaie all ignition sources. Handling
equipment must be grounded to prevent sparking. Evacuate the area of unprotected personnel. Wear
appropriate personal protection clothing and equipment. Follow exposure controls/personal protection
guidefines in Section 8. Contain and soak up residual with an aborbent (clay or sand). Take up absorbant
material and seal tightly for proper disposal. Dispose of in accordance with local, state and federal
regulations. Refer to Section 15 for SARA Title Il and CERCLA information.

Section 7 - Handling And Storage

Handling: Do not get in eyes, on skin, or on clothing. Keep container tightly closed when not in use. Wear
personal protection equipment. Do not breathe vapors. Wash thoroughly after handling. If pouring or
transferring materials, ground all containers and tools. Do not weld, heat, cut or drill on full or empty
containers. Use only in accordance with Carboline application instructions, container label and Product
Data Sheet.

Storage: Keep away from heat, sparks, open flames and oxidizing agents. Keep containers closed. Store
in a cool, dry place with adequate ventilation.

Section 8 - Exposure Controls / Personal Protection

Engineering Controls: Use explosion-proof ventilation when required to keep below health exposure
guidelines and Lower Explosion Limit (LEL).

Respiratory Protection: Use only with ventilation to keep levels below exposure guidelines listed in
Section 2. User should test and monitor exposure levels to ensure all personnel are below guidelines. If
not sure, or not able to monitor, use MSHA/NIOSH approved supplied air respirator, Follow all current
OSHA requirements for respirator use. For silica containing coatings in a liquid state, and/or if no
exposure limits are established in Section 2 above, supplied air respirators are generally not required.

Skin Protection: Recommend impervious gloves and clothing to avoid skin contact. If material penetrates






